S Frame lefT blank

> : - 3 .
STANDARD MANHOLE D, L
AND GRATE (SEE DTL. —
DWG. NO. 604-02) . .

NOTES:

ADJUST MANHOLES UPWARD WITH ADJUSTING RINGS UNDER FRAME.
ADJUST MANHOLES DOWNWARD BY REMOVING CONE AND BARREL
SECTIONS AS NECESSARY AND REPLACING WITH SECTIONS OF
LENGTH REQUIRED TO MATCH GRADE.

SLOPE MANHOLE FRAME AS REQUIRED TO MATCH SLOPE OF STREET.

MAKE FINAL MANHOLE ADJUSTMENTS BEFORE PAVING.

MANHOLE ADJUSTMENT DETAIL

300

NOTES:
ADJUST WATER VALVES UPWARD OR DOWNWARD AS REQUIRED.
MAKE FINAL ADJUSTMENT BEFORE PAVING.

VALVE BOX ADJUSTMENT DETAIL

AN

TOP OF NEW PAVEMENT

COMPACTED BASE
AND SUBGRADE

CONCRETE ADJUSTING
RINGS AS NECESSARY
(50 MIN. - 300 MAX.)

TOP OF NEW PAVEMENT

NN

AND SUBGRADE

ALL DIMENSIONS ARE MILLIMETERS
tmm} UNLESS OTHERWISE NOTED.

DETAILED DRAWING

STANDARD SPEC. _
SECTION 604, 621 621-00

REFERENCE DWG. NO.

MANHOLE AND
VALVE BOX
ADJUSTMENT DETAILS

EFFECTIVE: AUGUST 1999
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